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Nieustanny rozwój naszych produktów stwarza konieczność wprowadzania zmian, które  mogą być nie uwzględnione w tej karcie 
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A Ø14 (Ø19 for PSx150) 

DIMENSIONS 1) 

1)  PSx150 has no thread  

PVC four wire cable 

LINEAR  DISPLACEMENT TRANSDUCER  
Series PSx 
 
APPLICATION 
 
PSx series, AC/AC LVDT is designed with a return spring, can to 
measure touching, without fixing of the core connecting rod. They 
can be used in static and dynamic  measurements like: 
displacements, materials length and thickness change, construction 
and machine elements deflections. 

 
CHARACTERISTICS 
 
● Captive spring return armature ● Very high repeatability 
● High stability and accuracy ● High mechanical durability 
 
PRINCIPLE OF OPERATION 
 
The LVDT is a cylindrical electromechanical device consisting of one primary winding, two secondary 
windings and a moveable core (see page 2). When the primary is powered and the core moved, the output 
from the secondaries is proportional to and in phase with the core movement. 
 
DATA SHEET 
  

Type  
[dimensions mm] 

PSx1 PSx2 PSx6 PSx10 PSx20 PSx30 PSx50 PSx100 PSx150   

Measure range ± 0,5 ± 1,0 ± 3,0 ± 5,0 ± 10,0 ± 15,0 ± 25,0 ± 50,0 ± 75,0 

A ( zero )  82 89 100 147 182 216 278 451 585 

B  51 56 73 104 122 155 212 352 482 

 
1 Power supply 2Vrms, 5÷15 mA, 5 kHz 
2 Output signal 1Vrms±10% (0,2 ±10% Vrms for  

PSx1, 0,5Vrms±10% for PSx2 and PSx6) 
3 Load resistance R  ≥ 50 kΩ 
4 Insulation resistance ≥20 MΩ 
5 Linearity error  ≤0,5%; ≤0,25%;≤0,1% (for ranges   >10mm) 
6 Working  temperature -20 ÷ + 80°C;  
7 Temperature error 0,02% / °C 
8 Electrical connector standard - PVC ½ m cable -  no connector  

option – fixed connector  
9 Vibration proofness 20 g to 2 kHz 
10 Srock proofness 100 g, 11 ms 
11 Enclosure material steel 1H18N9T or AISI 304 
 
 

Connector C091-T3361-001 Amphenol (optional). 
Four wire connection 
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